Sonda de Uso General Mineral Aislada de Mano
Tipo T ANSI 1,5mm x 100mm

Labfacility are the UK's leading manufacturer of Temperature Sensors, Thermocouple Connectors and associated
Temperature Instrumentation and stockings of Thermocouple Cables. The Company has been trading since 1971
and is ISO9001 accredited.



https://www.labfacility.com

Datasheet

Sonda de inmersin mineral aislada con punta redondeada adecuada para la medicin de temperatura semislida y
lquida. Consta de un mango, un cable enrollado de 2 metros y un conector tipo mini. Una construccin semiflexible
permite doblar o moldear la sonda para aplicaciones de difcil acceso. Son adecuados para su uso en ensayos de
materiales corrosivos y mediciones de metales fundidos a alta temperatura.
Necesitas calibrar tu sensor de temperatura?
Rastreable segn los estndares de calibracin 1ISO17025 (UKAS), Labfacility ofrece la opcin de calibracin trazable de 3

o 5 puntos utilizando nuestra instalacin de calibracin interna; puedes seleccionar cualquier punto de temperatura
entre -10C y +200C.

Ten en cuenta que si aades una opcin de calibracin a tu pedido, te contactarn para informacin de entrega.

Especificaciones

Specifications

Product Code XE-3856-001

General Description Rounded tip suitable for semi solid and liquid temperature measurement
Thermocouple Type T ANSI

Probe Diameter 1.5mm

Probe Length 100mm

Cable Length 2m Coiled Cable

Termination Type Fitted mini plug

Max. Temperature +850°C
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