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Termopar de hoja ANSI tipo K, cable aislado con fibra
de vidrio con sobretrenzado de acero inoxidable que
termina en colas desnudas, tapn miniatura o estndar

Click here to view product

Product Code XE-0686

General Description Thermocouple mounted on a stainless steel shim
Thermocouple Type K

Thermocouple Junction Junction grounded at tip for fast response

Cable Length 1,2,30r5m

Cable Type Glassfibre insulated lead with stainless steel overbraid
Core / Strands 7/0.2mm

Termination Type Bare tails, Miniature or Standard Plug (with cable clamps)
Max. Temperature +350°C

Min. Temperature -50°C

www.labfacility.com | sales@labfacility.com

sales tel: +44(0)1243 871280



https://www.labfacility.com
https://www.labfacility.es/ansi-tipo-k-hoja-termopar-fibra-de-vidrio-cable-aislado-con-acero-inoxidable-sobre-trenzado-terminacin-en-colas-desnudas-miniatura-o-enchufe-estndar.html
https://www.labfacility.com/accreditations
tel:00441243871280

= LABFACILITY Data Sheet page 2 of 2

HTEMPERATURE & PROCESS TECHNOLOGY

Standards Met ANSI MC96.1

Dimensions 25x13mm shim (0.2mm thick)
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